TOMBIGBEE ELECTRIC COOPERATIVE

MAST TYPE SERVICE ASSEMBLY GUIDE

WEATHERHEAD
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SERVICE
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COPPER GROUND WIRE
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.ﬁ_/
1

NOTES:

\\ SERVICE
MAST NOT

OVER 3’6"

ABOVE ROOF

2"x4" BLOCKING
SOLIDLY INSTALLED-—/
BETWEEN RAFTERS

OTE:

TO SECURE PIPE.

BOLTS FIRMLY FASTENED—
TO WALL STUDS OR
IMBEDDED IN MORTAR
BETWEEN BLOCKS.
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INSIDE PANEL
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PIPE STRAP
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METER HEIGHT
5'0" min—6'0" max.

MAIN BREAKER BOX
WITH DISCONNECT

18" MIN, UP TO
6' AWAY FROM

MAST
(THEN 36" MIN.)

IF GREATER THAN
4', SERVICE
ATTACHMENT POINT
AND DRIP LOOP
MUST BE 3' MIN.
ABOVE ROOF AT
ALL LOCATIONS.
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1. ALL CLEARANCES TO BE IN CONFORMANCE TO THE MOST STRINGENT REQUIREMENTS OF THE CURRENT
EDITION OF EITHER THE NESC, NEC, OR OTHER CODES OF GOVERNMENTAL OR REGULATING AUTHORITIES
AS APPLICABLE.

2. IF LENGTH OF CONDUIT EXCEEDS 10', COUPLING IS PERMITTED ON END ADJACENT TO METER.
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